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M 0 D U L E s POLYCRYSTALLINE MONO PERC

Grizo

Positive tolerance Strong compressive strength
Guaranteed tolerance +3% Certified to withstand high wind of 2400Pa
Reliable power output and snow loads of 5400Pa
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Polycrystalline Solar Modules

O0Z72P | OZ72P | OZ72P | OZ60P | OZ60P 0Z36P | OZ36P
5 60 50 40

330 325 325/12V | 265 260
Peak Power Pmax (Wp) 335 330 325 325 265 260 200 160 100 75 60 50 40

Maximum Voltage Vmpp (V) 38.30 | 38.00 | 37.80 18.30 31.18 30.90 18.20 18.40 18.30 18.10 18.00 17.80 17.4

Maximum Current Impp (A) 8.75 8.70 8.60 17.76 8.50 8.42 11.32 8.70 5.66 4.18 3.36 2.85 2.30

Open Circut Voltage Voc (V) 46.50 | 46.30 | 46.20 | 23.04 | 37.99 | 37.08 | 22.20 | 22.50 22.20 | 22.00 | 21.90 | 21.80 | 21.4

Short Circuit Current Isc (A) 9.35 9.24 9.13 18.26 | 9.00 8.92 11.82 8.90 6.06 4.67 3.83 3.30 | 2.80
Module Efficiency (%) 17.35 | 1707 | 16.81 | 16.81 | 16.35 | 1597 | 1520 | 16.10 15.50 | 14.55 | 14.00 | 14.10 | 14.00
Length x Width x Height (mm) 1970X990X40 1655X990X35 1335X990K35 [ 1495X670X34 |1010X670X34 |775X670X34| 645X670X34 | 540X670X34[431X670X34

Mono Perc Solar Modules

0Z 72 MP 400 0Z 72MP 380 OZ 72MP 375 0Z 60MP 315 0Z 36MP 180 0Z 32MP 165
Peak Power Pmax (Wp) 400 380 375 315 180 165
Maximum Voltage Vmpp (V) 41.2 40.70 40.50 33.30 19.50 17.62
Maximum Current Impp (A) 9.72 9.34 9.26 9.47 9.24 9.42
Open Circut Voltage Voc (V) 49.79 49.30 49.10 49.90 23.90 21.82
Short Circuit Current Isc (A) 10.31 9.77 9.70 10.02 9.73 9.80
Module Efficiency (%) 20.17 19.65 19.40 19.44 18.00 18.65
Length x Width x Height (mm) 1995X995X40 1970X990X40 1655X990X35 1495X670X35 1335X670X35

STC : 1000W/m’irradiance, 25C’cell temperature, AM1.5G spectrum according to EN 60904-3 Technical Data

Average relative efficiency reduction of <5% at 200W/m’according to EN 60904-1 Electrical Data : All Data refers to STC (1000W/m; AM1.5G, 25C")

I-V CURVES LINEAR PERFORMANCE WARRANTY
12Years Product Warranty | 27Years Linear Power Warranty
9 1000W/m’
100%
. 800W/m’ X Orizone Standard W
7 ————— 1000 W/m 97.5%
6 Industry Standard
=g 800 W/m’
g4 400W/m? 400 W/m? 90%
33
2 200W/m’ AT
1 80% £
0 =
0 5 10 15 20 25 . l J : 4
Voltage (V) 5 10 12 15 20 25 27

A CAUTION: READ SAFETY AND DETAIL INSTALLATION MANUAL BEFORE USING THE PRODUCT

** Refer to Orizone warranty documents for terms and conditions.

**Specifications included in this datasheet are subject to change without notice, Electrical data without
guarantee .Please confirm your requirement with the company representative while placing your order.

energy@horizonind.org | www.horizonind.org
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